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SHEET NOTES

NEW CONCRETE PAD FOR EQUIPMENT.

NEW CURB CUT PER CITY STANDARDS.

NEW 4" THICK CONCRETE EQUIPMENT PAD.

MECHANICAL EQUIPMENT LOCATION.

NEW 6" THICK CONCRETE DRIVEWAY.

NEW 4" THICK CONCRETE PARKING PAD.

NEW SLIDING GATE AND 6'-0" HIGH TUBULAR STEEL FENCE WITH 3'-0" SWING GATE.

NEW 4" THICK FRONT WALKWAY.

NEW LANDSCAPING AND WITH IRRIGATION.

2" AREA DRAIN LINE TO BIO-RETENTION POND.

3" FOUNDATION DRAIN AND DOWSPOUTS TO BIO-RETENTION POND.

SURFACE RUNOFF DIRECTED TO BIO-RETENTION POND.

3" DRAIN THRU CURB.

+6.50' GARAGE

+7.00' FIN. FL.

+6.45'

+5.71'

+7.00' F.F.

+7.50'

+7.50'

+6.50'
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SEE PLAN

6'-0" MAX. EQUAL SPACES3'-0"
4"

TYPICAL WROUGHT IRON FENCE
NO SCALE

PAIR 36" WIDE GATES W/ HARDWRE BY MFR.
4' SQUARE TUBULAR POST WITH CAP
CONC. W/ 4" SLUMP O/ 4" GRAVEL 3/4"
3X POST SIZE DIA.

TUBULAR STEET FENCE, PAINTED
1/2" SQ. TUBULAR STEELPICKETS @4"O.C. TYP.
1" SQ. TOP RAIL, TYP.

.
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CONCRETE RAMP
1"=1'-0" 02528-3A

SLOPE 1: 12

FINISH GRADE

REBAR

CONCRETE

COMPACTED
SUBGRADE

CONCRETE

PAVING

6" MIN.
VARIES

2" 6"

4'-7"

CONCRETE RAMP

PARKING STALL SIGNAGE
NO SCALE

UNAUTHORIZED PARKING SIGNAGE
NO SCALE

UNAUTHORIZED
VEHICLES PARKED IN

DESIGNATED
ACCESSIBLE SPACES

NOT DISPLAYING
DISTINGUISHING

PLACARDS OR SPECIAL
LICENSE PLATES ISSUED

FOR PERSONS WITH
DISABILITIES WILL BE

TOWED AWAY AT
OWNER'S EXPENSE.

TOWED VEHICLES MAY
BE RECLAIMED BY

TELEPHONING
510-864-7131

BLOCK LETTERING ON WHITE
REFLECTORIZED BACKGROUND OR
WHITE REFLECTIVE BORDER AND
LETTERING ON BLUE BACKGROUND
EQUAL TOCOLOR NO. 15090 IN
FEDERAL STANDARD 595B.  LETTERS
MUST BE A MINIMUM 1" IN HEIGHT.

GALVANIZED SHEET METAL SIGN 14
GA. MIN. WITH 2" DIA. CORNERS ALL
EDGES TO BE MOUNTED ON A 2" DIA.
SIGN POST.

APPROPRIATE INFORMATION MUST
BE INCLUDED ON SIGN (MINIMUM OF
1" IN HEIGHT).

FINISHED GRADE / SURFACE

CONTINUE  2" POST TO GRADE
AND FOOTING

+6.50'
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SITE PLAN 1" = 10'-0"15

CONCRETE PAVING
02514-37A

SLIDING GATE
1" = 1'-0" 02710-1

CONCRETE WALL

WROUGHT-IRON FENCE

4x4 POST

CONCRETE WALL

3812

SLOPE 2%
 TO A.D.

SLOPE 2% TO A.D.
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STORMWATER MITIGATION NOTE:

CHANNEL ALL WATER TO LANDSCAPING
OR BIO-RETENTION POND PER NOTES
10, 11, 12 & 13.


